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Single Window Standard Monolithic 3X3 Coupler
Ot fefats SPECIFICATIONS

TAE & Operating Wavelength(nm) 850 1310 or 1550 1310 or 1550
4RSI 730 Structure —F =M%
WeF 2 A HAHA g Phaseangle | e 120°
%54 Grade P P
#5 %% Bandwidth(nm) +20 +20
#4tk Coupling Ratio (%) 33/33/33 33/33/33
I KA A F5FE Max. Insertion Loss (dB) 6.0 5.6 6.0
rru—% P Band Center Uniformity (dB) < 06 < 13
WK U BEE Wavelength Dependent Loss (dB) +1.0 +0.6 +0.9
TRIRFUESEE Polarization Dependent Loss (dB) < 0.15
IR Ha 52 P Thermal Stability (dB/°C) < 0.002
75 M {E Directivity (dB) > 55
[ 15 FE Return Loss (dB) > 55
JBLFKE Lead length (m) 1 meter, others on request
Y641 #4-5 Fiber Type Corning Hi780 Corning SMF-28 Corning SMF-28

O35 5 PACKAGE INFORMATION

%EH4 Configuration

3X3

FEAA Lead Type

0: U.V bare fiber

1: 900um loose tube

2: 2mm loose cable

$% R~} Package Dimensions (mm)

¢ 3.0X350r ¢ 3.0X40

¢ 35X350r ¢ 3.5X40

b 3.5X56

B: 90X 16 X9

TR Operating Temperature (C)

-40 to +85

-20 to +70

-20 to +70

O3T /= E. ORDERING INFORMATION:

SSMC—EDE—D ooo-0o-0o
R L— %24 <} Package Dimensions(mm):A

3T 715 ORDERING EXAMPLE:
SSMC-3X3-1550-0-A35

> R4 H Lead Type:0;1
———— LK Central Wavelength:850;1310;1550
» 45} Configuration:3X3




